
Grille AC 161

The AC 161 aluminium filtered hinged wall grille enables air extraction on all ventilation and air-conditioning systems.

Wall grille

11050752 
AC 161W3Z F1 522X522 RAL9010 

PRODUCT BENEFITS 
• built-in filter, 
• easy to open on stainless steel hinges, closed with thumb screw.

Principles of operation

Product description

Fields of application

Installation

The AC 161 single-deflection grille has fixed horizontal vanes to deliver the right air extraction level in a room. Furthermore, it contains an easily-accessible filter as 
the grille opens on hinges.

The AC 161 wall grille is made of anodised aluminium. It features a single deflection with fixed horizontal vanes at a 40° incline. It offers a hinged front face and a 
built-in filter.

New, Refurbishment, Non-residential buildings

• for installation on wall.

1 Indoor terminalsFIXED-VANE GRILLES

Main characteristics
• horizontal fixed vanes, 40° incline, 20 mm pitch,  
• anodised aluminium finish. 
• easy to open on stainless steel hinges, closed with thumb screw, 
• G3 filter with M1 fire rating. 
• dimensions from 172 x 122 to 1,222 x 622 in increments of 25 mm.

General data
References Type of finish Colour 

11050752 Epoxy paint Lagoon blue

Dimensional data
References H  (mm ) L  (mm ) Ø D plenum  (mm ) Standard filter  (mm ) H Plenum  (mm )

11050752 522 522 355 496X496 215

Grille AC 161 W avec filtre
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Wall grille

11050752 
AC 161W3Z F1 522X522 RAL9010 

Indoor terminalsFIXED-VANE GRILLES
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Airflow data
References Comfort airflow for Lw < NR 25  (m³/h )

11050752 1600


